
Fully Redundant , Diverse Infrastructure  
& Comprehensive Security

Cologix’s Tier II facility features redundant power supply, network 

connectivity, rigid security and access controls, efficient cooling 

systems, fire suppression systems and a round-the-clock security 

team. This location also offers amenities such as disaster recovery 

office space and a cafeteria.

Network Neutral Connectivity

NNJ1 provides connectivity via a carrier neutral facility with dual 

cable entrances. Through dark fiber via Cologix’s Metro Connect, 

this facility is connected to all of the major carrier hotels in New 

York City and New Jersey including:

• 60 Hudson St., NYC

• 165 Halsey St., Newark, NJ

Why Cologix New Jersey? 

Cologix New Jersey data centers 
provide enterprise‐grade space, power, 
connectivity, and managed services to 
customers worldwide with round‐the‐
clock technical support. About 30 miles 
outside of Manhattan and 280+ feet 
above sea level, Cologix New Jersey 
provides proximity to New York City for 
connectivity to key carrier hotels and 
geographic diversity. Above the FEMA 
500 year flood plain, Cologix’s data 
center remained safe, dry and accessible 
during all hurricanes and nor ‘easters, 
including Superstorm Sandy.

NNJ1 NEW JERSEY DATA CENTER

30+ Network Neutral Data 
Centers Throughout  
North America

U.S.:

Ashburn • Columbus • Dallas 
• Jacksonville • Lakeland • 
Minneapolis • New Jersey

CAN: 

Montreal • Toronto • Vancouver 

Tour the NNJ1 Data Center: 
1719 NJ Route 10 #111 
Parsippany, NJ

To schedule, contact: 
Sales@cologix.com or

+1.855.497.2537

Quick Facts:

• 15K SQF

• 100% SLA  
uptime guarantee

• SOC 1 (SSAE18/
ISAE3402), SOC 2,  
HIPAA, PCI DSS

• Full (N+1) power with  
UPS backup

• Above FEMA 500 Year 
Flood Plain

• Disaster recovery  
seats & suites

Cologix’s Parsippany Data Center  
& Disaster RecoveryNNJ1



Customer Support
24/7 local engineers, support teams, NOC, 

Cologix Command DCIM
Self-service online customer care portal

WWW.COLOGIX.COM
L19V3-NNJ1

NNJ1 Space: 15K SQF

Total New  
Jersey Campus:

200K+ SQF

Building Info: Located above FEMA  
500‐year floodplain

Floor Type: Slab floors

Space Configuration: Full cabinet, half cabinet & cages

Site Information

Cooling Type: CRAC Liebert

Redundant: Yes

Humidification: Yes

Fire Protection: Multi-zone

Fire Suppression: Pre-action systems, multi-stage, 
zoned, wet & dry pipe

Remotely Monitored: Yes

Environmental Controls

Meet-Me-Room (MMR): No

Number of Networks: 13+ unique network providers 

Network Neutral: Yes

Fiber Entrance: Yes, diverse building fiber  
entrances & risers

Cross Connects: Copper

Metro Connect: Yes, connectivity to major NYC &
New Jersey carrier hotels

Communication: Internet bandwidth services available

Connectivity

UPS: N+1

Load Design: Up to 7 kW

Configurations: N+1, high density generator

ATS: Yes

Battery Redundancy: Yes, onsite diesel backup

Utility Power: JCP&L

Power

Accreditations: SOC 1 (SSAE18/ISAE3402), SOC 2, 
HIPPA, PCI DSS

Closed-Circuit TV: Yes, archived 90 days

Onsite Security: 24/7

Customized Security: Yes per client requirements

Access: Biometric, PIN code & Badge

Man Traps: Yes

Security

  Site Specifications                NNJ1: 1719 NJ Route 10 #111


